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Ürün tanımı

Short description:

Compatible on the field side with the 789-620, 789-621 and 789-622 Current Sensors.

Required terminal assignment:

2: + Supply

7: - Supply

4: D+

5: D-

Direct shield connection to the carrier rail via shield grounding foot.

Veri
Elektrik Verisi

Nominal akım 1,5 A 

Insulation resistance ≥ 500 MΩ

Specialty functions With shield connection
With shield clamping saddle

Safety and protection:

Dielektrik dayanımı kontak-kontak 0,5

Bağlantı verisi
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Bağlantı verisi

Connection type (1) System

Kutup sayısı 8

Pluggable connector 2 x RJ-45 shielded

Connection type (2) Clamping units 2, 7

No. of poles 2 8

Design 2 PCB terminal blocks

Bağlantı tipi 2 CAGE CLAMP®

WAGO terminal 2 WAGO 236 Series

tek damarlı, bağlanabilir 0,08 … 2,5 mm² / 28 … 12 AWG

ince bükümlü, bağlanabilir 0,08 … 2,5 mm² / 28 … 12 AWG

Sıyırma uzunluğu 5 … 6 mm / 0.2 … 0.24 inch

Connection type (3) Clamping units 4, 5

No. of poles 3 4

Design 3 PCB terminal blocks

Bağlantı teknolojisi 3 CAGE CLAMP®

WAGO terminal 3 WAGO 745 Series

tek damarlı, bağlanabilir 0,2 … 6 mm² / 24 … 10 AWG

ince bükümlü, bağlanabilir 0,2 … 6 mm² / 24 … 10 AWG

Sıyırma uzunluğu 11 … 12 mm / 0.43 … 0.47 inch

Not (iletken kesiti) 12 AWG: THHN, THWN

Min. takıp çıkarma sayısı 500

Bağlantı kablosu birleştirilmiş, blendajlı RJ-45 kablosu (önerilen: UTP, STP)

WAGO blendaj (ekran) sıkıştırma yuvası 27 mm wide; cable diameter up to 24 mm

Geometrical Data

Width 69 mm / 2.717 inch

DIN rayın üst kenarından yükseklik 40 mm / 1.575 inch

Depth 85 mm / 3.346 inch

Mekanik Veri

Montaj tipi DIN 35 ray

Housing design Mounting carrier

Material Data

Yangın yükü 1,153 MJ 

Ağırlık 106,9 g 
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Değişikliklere tabidir.

WAGO Elektronik Sanayi ve Ticaret Ltd. Şti. 
Yukarı Dudullu Mahallesi Bayraktar Bulvarı 
Cad. Hattat Sok. No. 10 | 34775 Ümraniye - Istanbul 
Tel.: +90 216 472 1133 111 | Fax: +90 216 472 9910 
Email: info.tr@wago.com

Ürünlerimizle ilgili sorularınız mı var? 
+90 216 472 1133 numaralı telefondan sizinle konuşmaktan mutluluk 
duyarız.

Environmental Requirements

Surrounding air (operating) temperature -20 … 85 °C

Ticari Veri

Product Group 6 (Interface Electronics)

SAP'den ambalaj tipi BOX

Country of origin DE

GTIN 4050821001218

Customs Tariff No. 85369010000

Dosya İndirme
Documentation

Additional Information

Disposal; Electrical and electronic equipment, Packaging V 1.0.0 pdf
265,8 kB

İndir

CAD/CAE-Data

CAE data

WSCAD Universe 289-966 İndir

Installation Notes
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